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Hanarey CSA4545-1 ISO10993 UV

PC PVC ABS

 

 

 * 

   

  N/A 

  N/A 

, g/ml 1.03 ASTM D1875 

, cP 80~140 ASTM D2556 

 180  N/A 

 

 * 

   

 D65~D75 ASTM D2240 

, MPa 17.5 ASTM D638 

, % 149 ASTM D638 

, MPa 89 ASTM D638 

CTE1, m/m/˚C 123 ASTM E831 

CTE2, m/m/˚C 188 ASTM E831 

*  

N/A  

# Dymax 5000-EC ( ) , 120 mW/cm2 , 30s  

‡ HSTM Hanarey  

 * 

   

, % (2 h) 5.29 ASTM D570 

, % (25˚C, 24 h) 3.62 ASTM D570 

, % 0.21 ASTM D2566 

 Tg, ˚C 80 ASTM D5418 

 
 

 *  

  # 

PC / PC 25.61 MPa 

PC / SS 13.05 MPa 

PC / PVC 19.18 MPa 

PC / ABS 8.62 MPa 

PC / PMMA 15.98 MPa 

PC / PA9T 9.91 MPa 

  
  
  

    

 

 

 

10˚C [50˚F] ~ 35˚C [95˚F]  1   

 

 

/  



   

 

 

 

 

 

Dymax 5000-EC 200 mW/cm2

UV  
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