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Hanarey CSA5918 ISO10993 UV

 

 

 * 

   

  N/A 

  N/A 

, g/ml 1.05 ASTM D1875 

, cP 3,500~6,500 HSTM 751‡ 

 180  N/A 

 

 * 

   

 D65~D85 ASTM D2240 

, MPa 30 ASTM D638 

, % 149 ASTM D638 

, MPa 490 ASTM D638 

CTE1, m/m/˚C 119 ASTM E831 

CTE2, m/m/˚C 263 ASTM E831 

*  

N/A  

# Dymax 5000-EC ( ) , 120 mW/cm2 , 30s  

‡ HSTM Hanarey  

  
  

 

 * 

   

, % (2 h) 0.83 ASTM D570 

, % (25 ˚C , 24 h) 2.78 ASTM D570 

, % 0.49 ASTM D2566 

 Tg, ˚C 72 ASTM D5418 

 
 

 *  

  # 

PC / PC 28.63 MPa 

PC / SS 8.07 MPa 

PC / GL 5.70 MPa 

PC / ABS 6.57 MPa 

PC / PS 9.52 MPa 

PC / PCB 13.04 MPa 

PC / PMMA 11.05 MPa 

PC / PA66 6.59 MPa 

PC / PVC 25.47 MPa 

PC / FR4 14.77 MPa 

    

 

 

10˚C [50˚F] ~ 35˚C [95˚F]  1  
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Dymax 5000-EC 200 mW/cm2

UV  
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