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Hanarey CSE9716-C

UV 365 nm

UL 94 V-0

RoHS 2.0 2015/863/EU  

 

 * 

   

  N/A 

 ( )  N/A 

, g/ml 1.08 ASTM D1875 

, cP (nominal) 800 ASTM D2556 

 270  N/A 

 

 * ¥ 

   

 
A65~A90 Ω ASTM D2240 

D73 ASTM D2240 

, MPa 15.04 ASTM D638 

, % 10.15 ASTM D638 

, MPa 255 ASTM D638 

CTE1, m/m/˚C 87 ASTM E831 

CTE2, m/m/˚C 215 ASTM E831 

*  

N/A  

¥ UV 25°C / 75% 10  

Ω UV  

# Dymax 5000-EC ( ) , 120 mW/cm2 , 30s  

‡ HSTM Hanarey  

  

 

 * ¥ 

   

, % (2 h) 1.01 ASTM D570 

, % (25˚C, 24 h) 0.23 ASTM D570 

, % 1.82 ASTM D2566 

 Tg, ˚C 37 ASTM D5418 

 

 * ¥ 

   

 (1 MHz) 3.93 ASTM D150 

 (1 MHz) 0.033 ASTM D150 

, kV/mm  62.8 HSTM D149 ‡ 

, ohm-cm 1.17E+14 ASTM D257 

, ohm 2.12E+15 ASTM D257 

 

 * ¥ 

 /  

PC / PCB 19.26 MPa # 

PCB 5B ( , -65 ˚C 150 ˚C, 168 h) 

PCB 5B (85 ˚C/ 85%, 168 h) 

    

 

 

10˚C [50˚F] ~ 32˚C [90˚F]  1  

 

 

 



   

 

 

 

 

 

/  

 

 

:  

Dymax 5000-EC 200 mW/cm2

UV  

 

 

 

: 7  
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